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Batteriekontakt / Battery Probe - UEBK-30300 / 30257

Material
([ ELCED]

Gehduse: Polyamid PAG6 (UL94V-2)
(Erame: Polyamide PA66 (UL94V-2))

Kolben: Messing, vergoldet

UEBK-30257

(Plunger: Brass, gold plated)
Stifthiilse: Messing, vergoldet
UEBK-30300
(Barrel: Brass, gold palted)

Feder: Edelstahl

(Spring: Stainless Steel)

Elektrische Spezifikation

(Electrical specification)

Nennstrom pro Kontakt: 10 A
(Rated Current per Contact: 10 A)
Kontaktwiderstand: < 25 mQ

(Contact Resistance: < 25 mQ)
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(Mechanical specification)

Kontakte: 5 3
[}

(No. of contacts: 5) o~ f

Max. Hub: 2,55 mm

(Max. travel: 2,565 mm)

Empfohlener Hub: 1,70 mm

(Recommended travel: 1,70 mm)

2.55 max. Bewegung/ Hub( bewegliches Anschlussstiick
(max. moving space/ travel) (moveable pin)

Federkraft pro Contact: 1,7 N Empfohlenem Hub

(Spring Force per Contact: 1,7 N @ recommended travel)

Kabelquerschnitt: max. 1,4 mm?2

(Cable cross section: max. 1,4 mm?

Bestellinformation
(Order Information)

Art. Nr. (Art. No.):
UEBK-30300 / UEBK-30257

Anderungen und Irrtimer vorbehalten. Angaben in Millimeter (mm) / Specifications subject to change without notice. Dimensions in Millimeter (mm)
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