ICT-075/S-075

Size 075 1.91 Centers

BeCu Plunger Tips Probe ICT-075 Probe

Minimum Centers: 1,51
Current Rating: 34 continuous R-075 Recaptable
Spring Force: 50, 7.0 or 10.0 R Series
0z, bei 4 32 travel
04 Typical Resistance; <25mi} -~
Working Travel; 4,32 T
Rated Force Freload e
. H q q L] ]
142 57 - r
158 8z BN
L3
Barrel: Mickelsilver, gold plated
Spring: Music wire, nicke! plated I
Plunger: Full-hard beryllium gt — b
copper or steel, gold plated
Receptable: Drill Size: 1,45mm
Standard Series (RS) Mnumling Hole Size:
Nil:b:al-'sil-.'ar. gold plated Recommendad Wira:
, pos 24-28 gage
va

Receptable Options

- VT Part Number Styla Receptable Probe/Receptable Cammants
Lenagth Combimed Langth
R-075-CR Crimp —
i : 1,22
_ / _-Igl J:hl— NT R-0T5-50 Salder Cup —
A R-075-7P Round Post 9.5 post length - 0.64 O
i N R-D75-VUWY-429 Wire: Wrap 10.1 poet langth - 0.64 O
i@ ' R-075-VW-504 Wire Wrap 17.6 past length - 0.64 @
R-O7 S-0e-1.044 Wire Wrap 26.5 post length - 0.84 O

How to Order:

Spring Contact Probe

SERIEE Size Tip Spring Plarg Sipenl SiEms  See Termrmaton Post
e Farcs Chpten Phangar Luangh
Oenion | Semes: Tersticatan; Foan Langtn:

SERE .Sp"ng F : . R: High Parformance CR: Crimp
ICT: High Performance 30 o @ travel : SC: Sokior Cup WW: 429
5! Standard Performance ; E o g :,r':ﬂ
(Mo Bifurcated Beam 0 oz R LR
) ] 10.0 oz, @ trave! WW! Wire Virap

Receptable

RE: Srardtiard Parformanca

tonly 5-D75 Leres

Spacifications subject to change without notica. Dimensions in
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