Double Ended Receptacles | .100 centess

R-100/55

RECEPTACLE SPECIFICATIONS ASSEMBLED DIMENSIONS

l_l—f '8 pinium Centers: 100 (2,54 Headless Headed
ril size: Plunger Plunger
Mounting Hole Size: * ) L i
o 068/.070 (1,73/1,78) & €5
L &
| High Performance Series: Mickel/silver,
4>‘ L.FE gold plated 4 r
L Standard Series: Nickel/silver 218 330
This recep’racl% houses a Size 5-100 .,1;55. Cor
(page 15 or ICT-100 (page 14) or ) 480
g, ICT-L100 [page 22) on the top end and (1.81) (12,19)
e an $5100 or GS5100 (page 46) on the
bottom end.
T | e
(44,07) (44,45
BB o feoy B . R | B
e High Performance Series: R-100/55 v s
- ) . 939 030
(0,78) 0,76)
vi v
5 A0 1§
255 A A
(6,48) 100 o
(2,54) (2,54}
Yy v |§F

R-SS/SS RECEPTACLE SPECIFICATIONS ASSEMBLED DIMENSIONS
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Specifications subject to change without notice. Dimensions in inches (millimeters)

Interconnect Devices, Inc. welcomes your e-mail at info@idinet.com




