
 

  
 

 
 
 

VGRCB-136H
VGFCB-136

The VGRCB-136 is a medium density contact block
designed for use with ribbon cables plugging directly
onto the back of the interconnect blocks.  The block
is sold fully loaded. 
 

 
 
  
 
 
                                                                                                                                                          
 
 
 
  
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Ordering Information 
Receiver  Fixture 
136 Pin Square Tail Receiver Module .......................VGRCB-136H Square Tail Fixture Module .............................. VGFCB-136H 
136 Pin Round Tail Receiver Module ....................VGRCB-136H-R Round Tail Fixture Module ............................VGFCB-136H-R 
 
   
 
Accessories Fixture and Receiver 
Mating Ribbon Cable Connector (2x17) 
Amp-Latch Novo Receptacle.........................................746290-8  
Amp Strain Relief..............................................................499252-6 
 
Newark Electronics Part Numbers for AMP Connector 
Amp-Latch Novo Receptacle..........................................90F5186 
Amp Strain Relief...............................................................90F4191 

 
Contact Pair Specifications 
Voltage .................................................................     250 VAC
Current ................................................    5 Amps Continuous
Contact Resistance .....................................................  10mΩ
Bandwidth (-3dB roll off)...........................................1x108 Hz
Square probe tail ............................ Wire Wrap or Connectors
Round probe tail ...........................................Connectors Only
Durability ....................................................   >100,000 cycles
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